EAM-150SxxxSB Rev. E 150W  440Vac  IP66/IP67
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EAM-150SxxxSB 150w 90-305Vac
1 2 (3) [120vac|220Vac

525-1050mA | 700-1050mA | 700mA | 20305V 175 514 vdc | 150w | 92.0% | 0.99 | 0.96 |EAM-1505105SB
750-1500mA | 1050-1500mA | 1050mA | 2305 Ve 50143 vdc | 150w | 925% | 0.99 | 0.96 |EAM-150S150SB
1050-2100mA | 1400-2100mA | 1400mA | 20-39° V@l | 36107 vde | 150w | 91.5% | 0.99 | 0.9 |EAM-150S210SB¢
2100-4200mA | 2800-4200mA | 3150mA | 20305Vl |15 54 vige | 150w | 91.0% | 0.99 | 0.96 |EAM-150S420SB¢

1 150w

2 100-240Vac

3 220Vac “ ”

4 SELV
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EAM-150SxxxSB Rev. E 150w 440Vac IP66/1P67
220Vac 25
12t - - 0.86 A?%s 10%Ilpk-10%Ipk =280 ps
0.9 ) ) 100-240Vac, 50-60Hz  60%-100%
- - 20% (90-150W)
) i 10% 220-240Vac, 50-60Hz, 75%-100%
(112.5-150W)
-5%loset - 5%loset 100%
(loset)
EAM-150S105SB 525 mA - 1050 mA
EAM-150S150SB 750 mA - 1500 mA
EAM-150S210SB | 1050 mA - 2100 mA
EAM-150S420SB | 2100 mA - 4200 mA
EAM-150S105SB 700 mA - 1050 mA
EAM-150S150SB | 1050 mA - 1500 mA
EAM-150S210SB | 1400 mA - 2100 mA
EAM-150S420SB | 2800 mA - 4200 mA
(pk-pk) - 5%Ilomax 10%lomax | 100% 20 MHz BW
<200Hz (pk-pk) - 2%Ilomax - 100%
- - 10%lomax | 100%
EAM-150S105SB - - 240V
EAM-150S150SB - - 160V
EAM-150S210SB - - 120V
EAM-150S420SB - - 60 V
. - + 0.5% 100%
- - + 1.5%
- - 1.0s 120Vac, 60%-100%
- - 05s 220Vac, 60%-100%
- 0.03%/°C - =0°C ~Tc
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EAM-150SxxxSB

150w

IP66/1P67

(L xW x H)
(L xW xH)

6.34 x 2.36 x 1.44
161 x 60 x 36.5

7.01 x 2.36 x 1.44
178 x 60 x 36.5

- 7109 -

CE EN 61347-1, EN 61347-2-13
BIS IS 15885(PART2/SEC13)
EMI

EN IEC 550151

Conducted emission Test &Radiated emission Test

EN IEC 61000-3-2

Harmonic current emissions

EN 61000-3-3 Voltage fluctuations & flicker
EMS
EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient / Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 4 kV, Common Mode 6 kV
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test

EN 61000-4-11

Voltage Dips

EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
(1) EMI ( ) EMI
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EAM-150SxxxSB Rev. E 150w 440Vac IP66/1P67
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EAM-150SxxxSB Rev. E 150w 440Vvac IP66/1P67

EAM-150S105SB(10=700mA) EAM-150S105SB(lo=1050mA)
EAM-150S150SB(10=1050mA) EAM-150S150SB(lo=1500mA)
EAM-150S210SB(10=1400mA) EAM-150S210SB(10=2100mA)
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EAM-150SxxxSB Rev. E 150w 440Vac IP66/1P67

EAM-150S420SB(10=2800mA) EAM-150S420SB(l0=4200mA)

BiERER vs. A

20%

16% —=—120Vac
m —+—220Vac
*K 12% F i t ——27Vac

0% i i i
60% 70% 80% 90% 100%
LAk
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EAM-150SxxxSB Rev. E 150w 440Vvac IP66/1P67

320 Vac 340 Vac 360 Vac
300 Vac 320 Vac 340 Vac
440Vac 48
- - 440 Vac
o
ﬂ‘
lo "
< A
\ 4 >
- Vin
320 Vac 340 Vac
VS.
® EAM-150S105SB
(loset)
/
1050mA 72V 143V
700mA 107V 214V
525mA 143V 214V
9/13

25°C

www.inventronics-co.com Tel: 86-571-56565800 Fax: 86-571-86601139 sales@inventronics-co.com



EAM-150SxxxSB Rev. E 150w 440Vvac IP66/1P67
® EAM-150S150SB
(loset)
/
1500mA 50V 100V
1050mA 72V 143V
750mA 100V 143V
® EAM-150S210SB
(loset)
/
2100mA 36V 7V
1400mA 54v 107v
1050mA 2V 107v
® EAM-150S420SB
(loset)
/
4200mA 18V 36V
2800mA 27V 54v
2100mA 36V 54v
IP67
10/ 13
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EAM-150SxxxSB Rev. E 150w 440Vvac IP66/1P67

2019-10-24 A / /
EAC /
2019-12-05 B
EAC
/
IP67 IP66/1P67

EAM-150S150SB
EAM-150S210SB
EAM-150S420SB

®)
EAM-150S150SB

-V EAM-150S210SB
EAM-150S420SB

(loset)

EAM-150S150SB
EAM-150S210SB
EAM-150S420SB

EAM-150S150SB
EAM-150S210SB
EAM-150S420SB

EAM-150S150SB
EAM-150S210SB
2020-04-01 C EAM-150S420SB
EAM-150S150SB
EAM-150S210SB
EAM-150S420SB

- 680g 710g

EAM-150S150SB
EAM-150S210SB
EAM-150S420SB
EAM-150S150SB
VS. EAM-150S210SB
EAM-150S420SB

EAM-150S105SB
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EAM-150SxxxSB Rev. E 150w 440Vvac IP66/1P67

EAC /

2021-03-25 D 5

CB /

2023-04-19 E /
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