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(1) ) (3) [120Vac|220Vac
90~305Vac/

0.11-1.40A|1.10-1.40A| 14A 127~300Vdc 214 ~545Vdc] 600 W | 94.5% | 0.99 0.96 |[EUD-600S140BT
0.224-2.80A|2.24-2.80A| 2.8 A fg;fgg(\)/\?gé 108 ~ 268Vdc| 600 W | 95.0% | 0.99 0.96 |[EUD-600S280BT
0.336-4.20A|3.36—4.20A| 4.2 A fg;fggg@gé 72 ~178Vdc| 600 W | 94.5% | 0.99 0.96 |[EUD-600S420BT
0.448-5.60A|4.48-5.60A| 5.6 A fg;fgg(\)/\?gé 54 ~134Vdc| 600 W | 94.5% | 0.99 0.96 |[EUD-600S560BT
0.592-7.40A|5.92-7.40A| 7.0A fg;fgg(\)/\?gé 41 ~101vdc| 600 W | 94.0% | 0.99 0.96 |EUD-600S740BT®
0.784-9.80A|7.84-9.80A| 9.8 A fg;fggg@gé 31~76Vdc | 600 W | 94.0% | 0.99 0.96 |EUD-600S980BT®

1 600W

2 UL, FCC 100-277Vac  127-300Vdc; 100-240Vac 127-250Vdc

3 220Vac “ "

4

SELV







EUD-600SxxxBT Rev. E 600W IP67 DAL/
AC 90 Vac - 305 Vac
DC 127 Vdc - 300 vdc
47 Hz - 63 Hz
- - 0.75MIU | UL8750; 277Vac/ 60Hz
- - 0.70 mA IEC60598-1; 240Vac/ 60Hz
- - 6.0 A 100% 120Vac
- - 35A 100% 220Vac
220Vac 25 10%Ipk-
12t - - 4.70 A%s 10%Ipk =7.64 ms
0.90 - - 100-277Vac, 50-60Hz, 60%-100%
- - 20% (360-600W)
220-240Vac, 50-60Hz, 75%-100%
- - 10%
(450-600W)
-5%loset - 5%loset 100%
(loset)
EUD-600S140BT 110 mA - 1400 mA
EUD-600S280BT 224 mA - 2800 mA
EUD-600S420BT 336 mA - 4200 mA
EUD-600S560BT 448 mA - 5600 mA
EUD-600S740BT 592 mA - 7400 mA
EUD-600S980BT 784 mA - 9800 mA
EUD-600S140BT | 1300 ma - 1400 mA
EUD-600S280BT | 55409 ma . 2800 mA
EUD-600S420BT | 3360 mA - 4200 mA
EUD-600S560BT | 4480 mA - 5600 mA
EUD-600S740BT | 5920 mA - 7400 mA
EUD-600S980BT | 7840 mA - 9800 mA
(pk-pk) - 5%Ilomax 10%lomax | 100% 20 MHz BW
< 200Hz
- 2%Ilomax - 100%
(pk-pk)
- - 10%Ilomax | 100%
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EUD-600SxxxBT Rev. E 600W IP67 DAL/

@220Vac
EUD-600S140BT
lo=1100 mA 92.5% 94.5% -
lo=1400 mA 92.0% 94.0% -
EUD-600S280BT
lo= 2240 mA 93.0% 95.0% -
lo= 2800 mA 92.5% 94.5% -
EUD-600S420BT
lo= 3360 mA 92.5% 94.5% - 100% 25°
lo= 4200 mA 92.0% 94.0% - 201
EUD-600S560BT 0
lo= 4480 mA 92.5% 94.5% -
lo= 5600 mA 92.0% 94.0% -
EUD-600S740BT
lo=5920 mA 92.0% 94.0% -
lo= 7400 mA 91.5% 93.5% -
EUD-600S980BT
lo= 7840 mA 92.0% 94.0% -
lo= 9800 mA 91.0% 93.0% -
@277Vac
EUD-600S140BT
lo= 1100 mA 93.0% 95.0% -
lo= 1400 mA 92.5% 94.5% -
EUD-600S280BT
lo= 2240 mA 93.0% 95.0% -
lo= 2800 mA 92.5% 94.5% -
EUD-600S420BT 93.0% 95.0%
lo= 3360 mA 70 U070 - 0 °
lo= 4200 mA 92.0% 94.0% - 100% 25 .
EUD-600S560BT 2%
lo= 4480 mA 93.0% 95.0% -
lo= 5600 mA 92.5% 94.5% -
EUD-600S740BT
lo= 5920 mA 92.5% 94.5% -
lo= 7400 mA 91.5% 93.5% -
EUD-600S980BT
lo= 7840 mA 92.5% 94.5% -
lo= 9800 mA 91.5% 93.5% -
- - 05w 230Vac/50Hz
200,000 220Vac, 25 ,80% (MIL-HDBK-
Hours 217|:)
108,000 220vVac 80% 70
) Hours )
-40°C - +89 C
7
-40°C - +75 C
1 10%RH to 95%RH
-40°C - +85°C : 5%RH to 95%RH
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EUD-600SxxxBT Rev. E 600W IP67 DAL/

EMS
EN 61000-4-2 Electrostatic Discharge(ESD): 8 kV air discharge, 4 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient/Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV @
EN 61000-4-6 Conducted Radio Frequency Disturbances test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test
EN 61000-4-11 Voltage Dips
EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
DALI
DALI IEC62386-101,102 & part of 207 @
(1) EMI ( ) EMI
2 , / ( )
( IEC 60598-1-10.2)
€) 207 242 243
7115
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EUD-600SxxxBT

Rev. E

600W IP67 DAL/

EUD-600S280BT(10=2240mA)

EUD-600S420BT(I0=3360mA)

EUD-600S560BT(10=4480mA)

9/15

EUD-600S280BT(10=2800mA)

EUD-600S420BT(10=4200mA)

EUD-600S560BT(Io=5600mA)
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EUD-600SxxxBT Rev. E 600W IP67 DAL/

EUD-600S740BT(10=5920mA) EUD-600S740BT(I0=7400mA)
EUD-600S980BT(I0=7840mA) EUD-600S980BT(Io=9800mA)
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EUD-600SxxxBT Rev. E 600W IP67 DAL/

R-NTC R1
R1 - 7.81 kOhm -
R-NTC R2
R2 - 4.16 kOhm ]
(NTC) 10%loset | 60%loset | 100%loset | 10%loset>lomin ( 60%)
lomin 60%loset | 100%loset | 10%loset< lomin( 60%)
[ DALI
11715
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EUD-600SxxxBT Rev. E 600W IP67 DAL/

2 “ OTP-" “ DA’ “ Return”

o PRG-MUL2
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EUD-600SxxxBT Rev. E 600W IP67 DAL/

2017-05-15 A / /

2017-10-25 B /

2018-01-17 C
+70 C +75 C

DALI, DALI 3
3

EUD-600S140BT

-V EUD-600S140BT

- (loset) |[EUD-600S140BT

- EUD-600S140BT

2019-01-18| D - EUD-600S140BT
- @120vac EUD-600S140BT
- @220vac EUD-600S140BT
- @277Vac EUD-600S140BT

- EUD-600S140BT

EUD-600S140BT

/

2022-02-25| E
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