INVENTRONICS

ESD-096SxxxDT Rev. E 96W IP67
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ESD-096SxxxDT oW 249-528Vac
(1) 277Vac | 480Vac
45-900mA | 450-900mA | 700 mA | 2497528 VacC o) 51 avdc| 96 W | 90.5% | 0.98 | 0.95 |ESD-096S090DT
352~500 Vdc
90-1800mA | 900-1800mA |1050 mA| 2497528 VaC | 45 107vac| 96w | 90.5% | 098 | 0.95 |ESD-0965180DT®
352~500 Vdc
180-3600mA | 1800-3600mA [2100 mA| 2497228 Vac |15 wavqc| 96w | 89.5% | 0.98 | 0.95 |ESD-0965360DT®
352-500 Vdc
1 96W
2 277-480Vac  352-500Vdc
3 100% 480Vac u ’
4 SELV
5 Class 2 & SELV
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ESD-096SxxxDT Rev. E 96\ IP67
0.90 - - 277-480Vac, 50-60Hz, 65%-100%
- - 20% (63-96W)
-5%loset - 5%loset 100%
(loset)
ESD-096S090DT | 45 mA - 900 mA
ESD-096S180DT | 90 mA - 1800 mA
ESD-096S360DT | 180 mA - 3600 mA
ESD-096S090DT | 450 mA - 900 mA
ESD-096S180DT | 900 mA - 1800 mA
ESD-096S360DT | 1800 mA - 3600 mA
(pk-pk) - 5%lomax 10%lomax | 100%
< 200Hz (Pk- - 1%lomax - 100%
pk)
- - 10%lomax 100%
ESD-096S090DT - - 240V
ESD-096S180DT - - 119v
ESD-096S360DT - - 59.5V
- - + 0.5% 100%
- - + 1.5%
- 05s 0.75s 277&480Vac, 65%-100%
- 0.03%/°C - =0°C ~Tc
12V 10.8V 12V 13.2V
12V 0mA - 200 mA “ Dim—*
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ESD-096SxxxDT Rev. E 96W IP67
EMI
ANSI C63.4 Class B
FCC Part15% This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions: [1] this device may not cause harmful interference, and [2] this device must
accept any interference received, including interference that may cause undesired operation.
EMS Standards Notes
EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient / Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: line to line 4 kV, line to earth 6 kv®
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test
EN 61000-4-11 Voltage Dips
EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
1 EMI ( )y  EMI
2 : / ( )

( IEC 60598-1-10.2)
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ESD-096S360DT(Io=1800mA) ESD-096S360DT(10=3600mA)

8/14
25°C

www.inventronics-co.com Tel: 86-571-56565800 Fax: 86-571-86601139 sales@inventronics-co.com



INVENTRONICS

ESD-096SxxxDT

Rev. E

96W IP67

60+5s
60+5s
0-10V
V+(4t) ;
L h
Vac ks V) Yy
N Iy Vaux(FBHE)
LEDEEJR [
Dim+ (&
G — 0 (1)-10V
1 DC
1. 0-10V
Dim- V- V+
Dim+
PWM
9/14

25°C

www.inventronics-co.com

Tel: 86-571-56565800

Fax: 86-571-86601139

sales@inventronics-co.com



INVENTRONICS

ESD-096SxxxDT

Rev. E 96W |IP67
lo/loset vs. PWM ==k
VA ( ) 100%
L K ~
i L 80% /
Vac L) T g~ p
Vaux( ) =
N LED 2 40% //
Dim-+( )
G — U 2
Dim-(__ ) 0%
0% 20%  40%  60%  80%  100%
PWM 5%EEL
2
V+(t) «
L h
_(iE
Vac ﬁ_ﬁﬁ V-(IEE) ¥~}
N s ()
LEDHESR
Dim+(££)
G — ST R
Din -(5£) ==
3
Dim- V- V+
Dim+
PWM Dim+
15
. _ 15 ,
[ ]
LED LED LED
LED LED
10/ 14

25°C

www.inventronics-co.com

Tel: 86-571-56565800 Fax: 86-571-86601139

sales@inventronics-co.com






INVENTRONICS
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RoHs

RoHS 2011/65/EU EU 2015/863
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