ESM-075SxxxDx Rev.C 75W IP66/1P67

. 1-10V, 10V PWM, 3
°
[ ]
ESM-075SxxxDx 75W IP66  IP67 249-
528Vac
(1) (2 (3) |277Vac|480Vac (5
70-1050mA |700-1050mA| 700 mA [0 228 V836107 vae  75W | 91.0% | 099 | 0.95 | ESM-075S105Dx
105-1500mA 1050-1500mA| 1050 mA o 228 Va<l 2575 v | 75w | 89.5% | 0.99 | 0.95 | ESM-0755150Dx
140-2100mA [1400-2100mA| 2100 mA [2497528VaCl 1o 54 vge| 75w | 89.0% | 0.99 | 0.95 |ESM-0755210Dx®)
352~500 Vdc
1 75w
2 277-480Vac
3 100%  480Vac ‘ .
4 SELV
5 Class 2 & SELV
6 x=G UL ENEC x=T UL Class P
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ESM-075SxxxDx Rev.C 75W IP66/1P67

@277Vac
ESM-075S105Dx
lo= 700 mA 88.0% 90.0% -
10=1050 mA 88.5% 90.5% - .
ESM-075S150Dx 100% 25
10=1050 mA 87.0% 89.0% - 2%
10=1500 mA 87.0% 89.0% -
ESM-075S210Dx
10=1400 mA 86.5% 88.5% -
10=2100 mA 86.5% 88.5% -
@400Vac
ESM-075S105Dx
lo= 700 mA 88.5% 90.5% -
10=1050 mA 89.0% 91.0% - .
ESM-075S150Dx 100% 25
10=1050 mA 87.0% 89.0% - 2%
10=1500 mA 87.5% 89.5% -
ESM-075S210Dx
10=1400 mA 87.0% 89.0% -
10=2100 mA 87.0% 89.0% B
@480Vac
ESM-075S105Dx
lo= 700 mA 88.5% 90.5% -
10=1050 mA 89.0% 91.0% - s
ESM-075S150Dx 100% 25
10=1050 mA 87.0% 89.0% - 2%
10=1500 mA 87.5% 89.5% -
ESM-075S210Dx
10=1400 mA 87.0% 88.5% -
10=2100 mA 87.0% 89.0% B
302,000 480Vac 25 80% (MIL-
Hours HDBK-217F)
102,000 480Vac 80% 70
) Hours )
-40°C - +90°C
5
-40°C - +80°C
10%RH to 95%RH
-40°C - +85°C 5%RH to 95%RH
(L x W x H) 4.92 x 2.66 x 1.52 5.59 x 2.66 % 1.52
(LxW x H) 125 x 67.5 x 38.5 142 x 67.5 x 38.5
- 7109 -
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ESM-075SxxxDx Rev.C 75W IP66/1P67

EMS

BS EN/EN 61000-4-4 Electrical Fast Transient / Burst-EFT
BS EN/EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV
BS EN/EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
BS EN/EN 61000-4-8 Power Frequency Magnetic Field Test
BS EN/EN 61000-4-11 Voltage Dips

BS EN/EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
1 EMI ( ) EMI
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ESM-075SxxxDx Rev.C 75W IP66/1P67

ESM-075S105Dx(lo=700mA) ESM-075S105Dx(lo=1050mA)
ESM-075S150Dx(l0=1050mA) ESM-075S150Dx(lo=1500mA)
ESM-075S5210Dx(lo=1400mA) ESM-075S210Dx(l0=2100mA)
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ESM-075SxxxDx Rev.C 75W IP66/1P67

® 10V PWM
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https://cn.inventronics-co.com/product_info/201.html

ESM-075SxxxDx Rev.C 75W IP66/1P67

ESM-075SxxxDT

(UL STW 18AWG/3C @ 9.5) (UL21996 22AWG/3C # 5.0)
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