0-10V, PWM, 3

UAR

T
=15W

12Vdc, 250mA, 3W (

10W)

. 6KV, 10kV
[ ]
ESM-150SxxxMXx 150W IP66  IP67 249-
528Vac DC
UART
1) ) ®)  |277vac|480vac ©)
70-1050mA |700-1050mA | 700mA 23%%:55%%\\//3%/ 72~214Vdc| 150W | 93.5% | 0.99 | 0.96 |[ESM-150S105Mx
105-1500mA [1050-1500mA| 1050mA 23;%:?3%%\\’/%‘;/ 50~143 Vdc| 150W | 93.0% | 0.99 | 0.96 |[ESM-150S150Mx
140-2100mA [1400-2100mA| 1400mA | a5 220 Yaclla6 107 el 150w | 92.5% | 0.99 | 0.96 [ESM-150S210Mx
280-4200mA [2800-4200mA| 3150mA | 2497528 Vacl i g o) vacl 150w | 92.0% | 0.99 | 0.96 |ESM-150S420Mx@
352500 Vdc
1 150W
2 277-480Vac
3 100% 480Vac « »
4 SELV
5 x=G UL  ENEC x=T UL Class P
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ESM-150SxxxMx Rev.C 150W
480Vac 25
12t - - 1.95 A%s 10%lpk-10%Ipk =368 ps
0.9 - -
277-480Vac, 50-60Hz, 60%-100%
) ) 20% (90-150W)
-5%loset - 5%loset 100%
(loset)
ESM-150S105Mx 70 mA - 1050 mA
ESM-150S150Mx 105 mA - 1500 mA
ESM-150S210Mx 140 mA - 2100 mA
ESM-150S420Mx 280 mA - 4200 mA
ESM-150S105Mx 700 mA - 1050 mA
ESM-150S150Mx 1050 mA - 1500 mA
ESM-150S210Mx 1400 mA - 2100 mA
ESM-150S420Mx 2800 mA - 4200 mA
(pk-pk) - 5%Ilomax 10%lomax | 100% 20 MHz BW
< 200Hz 2%l 100%
- blomax - ()
(Pk-pk)
- - 10%lomax | 100%
ESM-150S105Mx - - 270V
ESM-150S150Mx - - 180V
ESM-150S210Mx - - 120V
ESM-150S420Mx - - 70V
- - + 0.5% 100%
- - + 3.0%
- - 05s 277-480Vac 60%-100%
- 0.03%/°C - =0°C~Tc
12v 10.8V 12V 13.2V
12v 0 mA - 250 mA “ Dim-"
3/15
25°C
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ESM-150SxxxMx Rev.C 1500
12V 6.0ms 500mA
@6W B - 500 mA 2.2ms

250mA
12V 5.2ms 850mA
@10wW B - 850 mA 1.3ms
250mA
@277Vac
ESM-150S105Mx
lo= 700 mA 90.0% 92.0% -
10=1050 mA 89.5% 91.5% -
ESM-150S150Mx 90,004 62,090
10=1050 mA .U% .0% - 0 .
lo=1500 mA |  89.5% 91.5% - 100% 25 0
ESM-150S210Mx 2%
10=1400 mA 89.5% 91.5% -
10=2100 mA 89.0% 91.0% -
ESM-150S420Mx
10=2800 mA 89.0% 91.0% -
10=4200 mA 87.5% 89.5% -
@400Vac
ESM-150S105Mx
lo= 700 mA 91.0% 93.0% -
10=1050 mA 90.5% 92.5% -
ESM-150S150Mx o1 0% 05,090
10=1050 mA U .0% - 0 .
10=1500 mA 90.5% 92.5% . 100% 25 0
ESM-150S210Mx 2%
10=1400 mA 90.5% 92.5% -
10=2100 mA 90.0% 92.0% -
ESM-150S420Mx
10=2800 mA 90.0% 92.0% -
10=4200 MmA 88.5% 90.5% -
@480Vac
ESM-150S105Mx
lo= 700 mA 91.5% 93.5% -
10=1050 mA 90.5% 92.5% -
ESM-150S150Mx o1 0% 05,090
10=1050 mA 0% .0% - . A
10=1500 mA 90.5% 92.5% - 100% 25 0
ESM-150S210Mx 2%
10=1400 mA 90.5% 92.5% -
10=2100 mA 90.0% 92.0% -
ESM-150S420Mx
10=2800 mA 90.0% 92.0% -
10=4200 mA 88.5% 90.5% -
41715
25°C
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ESM-150SxxxMx

Rev.C 150W
- 15w - 480Vac/50Hz
215,000 480Vac 25 80% (MIL-
Hours HDBK-217F)
100,000 480Vac 80% 70
) Hours )
-40°C - +90°C
5
-40°C - +80°C
: 10%RH to 95%RH
-40°C - +85°C : 5%RH to 95%RH
(L xW x H) 6.34 x 3.01 x 1.52 7.01 < 3.01 x 1.52
(L xW x H) 161 % 76.5 x 38.5 178 x 76.5 x 38.5
- 995 g -
0-10V -20V - 20V
0-10Vv 200 pA 300 pA 450 pA vdim(+) =0V
ESM-150S105Mx 700 mA £ loset< 1050 mA
ESM-150S150Mx 10%loset ) loset 1050 mA < loset < 1500 mA
ESM-150S210Mx 0 1400 MA < loset< 2100 mA
ESM-1505420Mx 2800 mA < loset< 4200 mA
ESM-150S105Mx 70 mA 70 mA < loset 700 mA
ESM-150S150Mx 105 mA ) loset 105 mA < loset 1050 mA
ESM-150S210Mx 140 mA 140 mA < loset 1400 mA
ESM-150S420Mx 280 mA 280 mA < loset 2800 mA
ov - 0V
0.35V 0.5V 0.65V
0-10Vv
0.55V 0.7V 0.85V
- 0.2V -
5/15

25°C
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ESM-150SxxxMx

Rev.C

150w

PWM 3V - 10V
PWM 0.3V - 0.6V
PWM 200 Hz - 3 KHz
PWM 1% - 99%
PWM ( ) 3% 5% 8%

PWM ( ) 5% 7% 10%
PWM ( ) 92% 95% 97%
PWM ( ) 90% 93% 95%

- 204 -

PWM

UL/CUL UL 8750,CAN/CSA-C22.2 No. 250.13
ENEC & CE EN 61347-1, EN 61347-2-13
UKCA BS EN 61347-1, BS EN 61347-2-13
CB IEC 61347-1, IEC 61347-2-13
EAC TP TC 004, TP TC 020
ENEC EN 62384
EMI

BS EN/EN IEC 55015®

Conducted emission Test &Radiated emission Test

BS EN/EN IEC 61000-3-2

Harmonic current emissions

BS EN/EN 61000-3-3

Voltage fluctuations & flicker

ANSI C63.4 Class B

This device complies with Part 15 of the FCC Rules. Operation is subject to the following

(1) " . . . . .
FCC Part 15 two conditions: [1] this device may not cause harmful interference, and [2] this device
must accept any interference received, including interference that may cause undesired
operation.
EMS

BS EN/EN 61000-4-2

Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge

BS EN/EN 61000-4-3

Radio-Frequency Electromagnetic Field Susceptibility Test-RS

25°C
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ESM-150SxxxMx Rev.C 150w
EMS

BS EN/EN 61000-4-4 Electrical Fast Transient / Burst-EFT
BS EN/EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV
BS EN/EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
BS EN/EN 61000-4-8 Power Frequency Magnetic Field Test
BS EN/EN 61000-4-11 Voltage Dips

BS EN/EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment

1 EMI ( ) EMI

#Hon vs. Tl

120
—~ 105 \

90 s o S R S \
75 -4 : -

45 - s il s i o i o s o i ---L---BSY---.

FSan(kHours
3

30 S e el P T __SY
g Jf e e v S ISt (s K S i Lo B L R
0 ! _
30 35 40 45 50 55 60 65 70 75 80 85 90
im (C)
7115

25°C
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ESM-150SxxxMx Rev.C

150w

ESM-150S105Mx(lo=700mA)

ESM-150S150Mx(lo=1050mA)

ESM-150S210Mx(lo=1400mA)

8/15

ESM-150S105Mx(lo=1050mA)

ESM-150S150Mx(lo=1500mA)

ESM-150S210Mx(lo=2100mA)

25°C
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ESM-150SxxxMx Rev.C 50w

ESM-150S420Mx(lo=2800mA) ESM-150S420Mx(lo=4200mA)

9/15
25°C
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ESM-150SxxxMx Rev.C 50w

220 Vac 230 Vac 240 Vac

230 Vac 240 Vac 250 Vac

550 Vac 570 Vac 590 Vac

530 Vac 550 Vac 570 Vac

590Vac 8
- - 590 Vac

A\ 4

RiF

A

\ 4

v

Vin
230 Vac 240 Vac

10/15
25°C
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ESM-150SxxxMx

Rev.C

150w

Dim- V- V+
2. 0-10V
0-10Vv Dim+
® PWM
Vi *
. A
V_
Vac ?
N LED Vaux
Dim+
(:) PWM
Dim:
3
Vi i
- o
V_
Vac ?
N LED Vaux
Dim+
@ PWM
Dim-
4
Dim- V- V+
PWM Dim+
12/15
25°C
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Rev.C

150w

2021-09-23

2021-09-29

2023-07-06

UKCA/EAC

15/15
25°C
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