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型号列表 

输出电流 

可调范围 

全功率输出 

电流范围(1) 

输出电流 

缺省值 

输入电压 

 范围(2) 

输出电压 

范围 

最大输出 

功率 
效率 
(3) 

功率因数 型号 

(6) 120Vac 220Vac 

70-1050mA 700-1050mA 700 mA 
90~305 Vac/ 
127~300 Vdc 

36~107 Vdc 75W 90.5% 0.99 0.96 EUM-075S105Mx(4) 

105-1500mA 1050-1500mA 1050 mA 
90~305 Vac/ 
127~300 Vdc 

25~72 Vdc 75W 89.5% 0.99 0.96 EUM-075S150Mx(4) 

140-2100mA 1400-2100mA 2100 mA 
90~305 Vac/ 
127~300 Vdc 

18~54 Vdc 75W 89.0% 0.99 0.96 EUM-075S210Mx(5) 

注：ε4ζ:8Z ԅוꞌῳᶽ ╙כּ֧ ᶀ  

ε5ζ ᴙכּ ᶀχXO/ IFF 43305::YdfψԎҤχ4330573Ydf  

ε6ζ╜ ‍ҭχ433( ι553Ydfε їᾰɒ ⁪₦ ɓζ  

ε7ζVHOY ֧  

ε8ζFodvv 5 ) VHOY ֧ 

ε9ζ{@J ѭ ᵀ XO HQHF ᵙ FFF ᶚᴺι{@W ѭ ᵀ XO Fodvv S ᶚᴺ  

 ԅוꞌḴ ╙כּ֧ ᶀεởוꞌζ 
 ᴵ ΰ ΆẪ  ╙כּ֧
 ᶺ ӿίֺᴵ χ3043YιSZPι6 Ὴί 

 ⸗ᾭḔ ӿιᶢ҈ XDUW ӡᴃ  

 ᴵ ӿԋᾸћ Ӊể ו ˅318Z 
 י◊ +χ45Ygfι583pDι6Zד ỗṤӪוꞌ 43Z, 
 ӿ ӳ 
 ṁᵘֹῼ  
 







4 / 15 
                                                                                                                所有性能参数均在温度 25C 情况下所量测的典型值，特别注明除外。 

 
 

   

75W 智能编程数字调光电源 EUM-075SxxxMx                             Rev.D 

www.inventronics-co.com             Tel: 86-571-56565800           Fax: 86-571-86601139          sales@inventronics-co.com         

 

输出性能 

参数 最小值 典型值 最大值 备注 

45Y ֧ ỗṤӪּכ╙ 

C9Z 
- - 500 mA 

ᶈ 913pv ᵕῼԓιῳᶽṤӪּכ╙ 833pD 

￼ῳ Ὑ Ὴ ѭ 515pvιћẈᶎӪјᴵ

583pD  

45Y ֧ ỗṤӪּכ╙ 

C43Z 
- - 850 mA 

ᶈ 815pv ᵕῼԓιῳᶽṤӪּכ╙ ;83pD 

￼ῳ Ὑ Ὴ ѭ 416pvιћẈᶎӪјᴵ

583pD  

 

规格概述 

参数 最小值 典型值 最大值 备注 

ᾦꞌ@120Vac 
EUM-075S105Mx 

Io=  700 mA 
Io=1050 mA 

EUM-075S150Mx 
Io=1050 mA 
Io=1500 mA 

EUM-075S210Mx 
Io=1400 mA 
Io=2100 mA 

 
 

86.0% 
85.5% 

 
85.0% 
85.0% 

 
84.5% 
84.0% 

 
 

88.0% 
87.5% 

 
87.0% 
87.0% 

 
86.5% 
86.0% 

 
 
- 
- 
 
- 
- 
 
- 
- 

433( ι58¯ע□ψ 

֚ Ὴιᾦꞌ Ӊ 5( 

ᾦꞌ@220Vac 
EUM-075S105Mx 

Io=  700 mA 
Io=1050 mA 

EUM-075S150Mx 
Io=1050 mA 
Io=1500 mA 

EUM-075S210Mx 
Io=1400 mA 
Io=2100 mA 

 
 

88.5% 
88.0% 

 
87.5% 
87.5% 

 
87.0% 
86.5% 

 
 

90.5% 
90.0% 

 
89.5% 
89.5% 

 
89.0% 
88.5% 

 
 
- 
- 
 
- 
- 
 
- 
- 

433( ι58¯ע□ψ 

֚ Ὴιᾦꞌ Ӊ 5( 

ᾦꞌ@277Vac 
EUM-075S105Mx 

Io=  700 mA 
Io=1050 mA 

EUM-075S150Mx 
Io=1050 mA 
Io=1500 mA 

EUM-075S210Mx 
Io=1400 mA 
Io=2100 mA 

 
 

88.5% 
88.0% 

 
88.0% 
88.0% 

 
87.5% 
87.0% 

 
 

90.5% 
90.0% 

 
90.0% 
90.0% 

 
89.5% 
89.0% 

 
 
- 
- 
 
- 
- 
 
- 
- 

433( ι58¯ע□ψ 

֚ Ὴιᾦꞌ Ӊ 5( 

ể ו  - - 0.5 W 563Ydf283K}ψ ӿԋᾸ 

Ẉᶎῂᾥ Ὴ  - 
476,000 
Hours 

- 
553Ydfιע□ 58ɫι;3( +PLO0

KGEN054:I, 

ṁᵘῊ  - 
101,000 
Hours 

- 
553Ydfι ;3( ιᶳ□ :3ɫ ι ừ

ᴠⱢṁᵘΎ  

Ḡ ᶳ□ -40°C - +90°C  
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规格概述 

参数 最小值 典型值 最大值 备注 

Ӡᶳ□ -40°C - +80°C 
8 ẉ ӠἍḾẔ￼ Ӡᶳ□ 

►ẙ: 10%RH to 95%RH 

Ӵḕ□ẙ -40°C - +85°C ►ẙ: 5%RH to 95%RH 

ṑḽ   

ḽ +O Ö Z Ö K, 

←  +O Ö Z Ö K, 

 

71<5 Ö 5199 Ö 4177 

458 Ö 9:18 Ö 6918 

ᵍὛ ṑḽ 

818< Ö 5199 Ö 4177 

475 Ö 9:18 Ö 6918 

֜  - 670 g -  

 

调光概述 

 
  

参数 最小值 典型值 最大值 备注 

3043Y іῳᶽּכᴙ -20 V - 20 V  

3043Y і  μA 300 μA 450 μA Vdim(+) = 0 V 200 ╙כּ֧

ӿ ֧

ᶀ 

EUM-075S105Mx 
EUM-075S150Mx 
EUM-075S210Mx 

10%Ioset - Ioset 
700 mA ≤ Ioset ≤ 1050 mA 
1050 mA ≤ Ioset ≤ 1500 mA 
1400 mA ≤ Ioset ≤ 2100 mA 

EUM-075S105Mx 
EUM-075S150Mx 
EUM-075S210Mx 

70 mA 
105 mA 
140 mA 

- Ioset 
70 mA ≤ Ioset ＜ 700 mA 
105 mA ≤ Ioset ＜ 1050 mA 
140 mA ≤ Ioset ＜ 1400 mA 

ὸ ӿ Ԅ 0 V - 10 V 

ӿ ῗ 3043Y ӿ₩Ẫ  
ԋᾸּכᴙ 0.35 V 0.5 V 0.65 V 

Ầᵏּכᴙ 0.55 V 0.7 V 0.85 V 

◐ - 0.2 V - 

SZP  Ẉ 3 V - 10 Vכּ

SZP ӿ ⸗ ҭ  

SZP ӉּכẈ -0.3 V - 0.6 V 

SZP ꞌ ᶀ 200 Hz - 3 KHz 

SZP ᴉ ⅝ 1% - 99% 

SZP ӿԋᾸ+⃰ , 3% 5% 8% 

SZP ӿẦᵏ+⃰ , 5% 7% 10% 

SZP ӿԋᾸ+ , 92% 95% 97% 

SZP ӿẦᵏ+ , 90% 93% 95% 

◐ - 2% - 
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安全与电磁兼容标准 

安全目录 标准 

UL/CUL UL 8750,CAN/CSA-C22.2 No. 250.13 

ENEC & CE EN 61347-1, EN 61347-2-13 

UKCA BS EN 61347-1, BS EN 61347-2-13 

CB IEC 61347-1, IEC 61347-2-13 

CCC GB 19510.1, GB 19510.14 

PSE J 61347-1, J 61347-2-13 

KS KS C 7655 

NOM NOM-058-SCFI 

EAC TP TC 004, TP TC 020 

SAA AS/NZS 61347.1, AS/NZS 61347.2.13 

性能 标准 

ENEC EN 62384 

EMI 标准 备注 

BS EN/EN IEC 55015/GB/T 
17743/KN 15(1) Conducted emission Test &Radiated emission Test 

BS EN/EN IEC 61000-3-2/GB 
17625.1 

Harmonic current emissions 

BS EN/EN 61000-3-3 Voltage fluctuations & flicker 

FCC Part 15(1) 

ANSI C63.4 Class B  

This device complies with Part 15 of the FCC Rules. Operation is subject to the following 
two conditions: [1] this device may not cause harmful interference, and [2] this device 
must accept any interference received, including interference that may cause undesired 
operation. 

EMS 标准 备注 

BS EN/EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge 

BS EN/EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS  

BS EN/EN 61000-4-4 Electrical Fast Transient / Burst-EFT 

BS EN/EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV 

BS EN/EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS 

BS EN/EN 61000-4-8 Power Frequency Magnetic Field Test 

BS EN/EN 61000-4-11 Voltage Dips 

BS EN/EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment  

注：ε4ζ ּכ◊◑ HPL ‰֝ιӇּכּ҈י◊Ӑѭ♂ԏ ￼ ֫ι ᵀ♂ԏ+ ᶵ, HPL ԋ  
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降额曲线 

 
 

寿命对壳温曲线 

    
 

浪涌曲线  
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效率曲线 
         EUM-075S105Mx(Io=700mA)                              EUM-075S105Mx(Io=1050mA) 

 
 

         EUM-075S150Mx(Io=1050mA)                             EUM-075S150Mx(Io=1500mA) 

   
 

         EUM-075S210Mx(Io=1400mA)                                EUM-075S210Mx(Io=2100mA) 

   
 









https://cn.inventronics-co.com/service_download.html


https://cn.inventronics-co.com/product_info/201.html
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修订记录 

修改时间 版本 
修改描述 

项目 从 至 

5353044053 D ᴧ  2 2 

5354034054 E 

VDD  2 Ὰᶭ 

 εL5wζ 2 ῭Ὰ╙כּ╨╡

Ḡԅљּכ Ԓḳ‰֝ VDD Ὰᶭ 

╡╨Ύ  2 ῭Ὰ 

535404305; F 

XNFD ‰  2 Ὰᶭ 

HDF ‰  2 Ὰᶭ 

Ḡԅљּכ Ԓḳ‰֝ XNFD Ὰᶭ 

Ḡԅљּכ Ԓḳ‰֝ HDF Ὰᶭ 

ὶ Ỵᶃ HXP03:8V{{{PW ῭Ὰ 

 ‗ᶃ HXP03:8V{{{PW ῭Ὰ 

535603:046 G 

ғᵝḫὀᶃ 2 ῭Ὰ 

QRP ‰  2 Ὰᶭ 

VDD ‰  2 ῭Ὰ 

Ḡԅљּכ Ԓḳ‰֝ 2 ῭Ὰ 

ӿ 2 ῭Ὰ 

ὶ Ỵᶃ 2 ῭Ὰ 

 ‗ᶃ 2 ῭Ὰ 

 


