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(Vdc) 277vac  480Vac
0.125-1.7 1.25-1.7 1.7 200-544 680 96.0% 0.99 0.96 |ESM-680S170MGS
0.18-2.4 1.8-2.4 2.1 141.5-378 680 95.5% 0.99 0.96 |ESM-680S240MGS
0.26-3.5 2.6-3.5 35 97.1-262 680 95.5% 0.99 0.96 |ESM-680S350MGS
0.42-5.6 4.2-5.6 5.6 60.7-163 680 95.5% 0.99 0.96 |ESM-680S560MGS
0.63-8.4 6.3-8.4 8.4 40.4-108 680 95.5% 0.99 0.96 |ESM-680S840MGS®
1.26-15.0 | 12.6-15.0 15.0 22.6-54 680 94.5% 0.99 0.96 |ESM-680S15AMGS®
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12v 2 4 (Vaux/12V) 10.8V 12V 13.2V
12v 2 0mA - 250mA | T e N Dim-n
6.0ms Y W 500mA
12v 2 W @6W - - 500 mA € 2.2msl 3 W~
250mAf
5.2ms Y W 850mA
2v 2 W @10wW - - 850 mA € 1.3msl 3 W~
250mAr

@277Vac
ESM-680S170MGS
lo= 1250 mA 92.5% 94.5% -
lo= 1700 mA 92.0% 94.0% .
ESM-680S240MGS
lo= 1800 mA 92.0% 94.0% .
lo= 2400 mA 91.5% 93.5% .
ESM-680S350MGS
lo= 2600 mA 92.5% 94.5% . ) .
lo= 3500 mA 92.0% 94.0% ] 10‘”’ : I 256 215
ESM-680S560MGS u 0
lo= 4200 mA 92.0% 94.0% -
lo= 5600 mA 91.5% 93.5% -
ESM-680S840MGS
lo= 6300 mA 92.0% 94.0% -
lo= 8400 mA 91.0% 93.0% -
ESM-680S15AMGS
lo= 12600 mA 91.5% 93.5% .
lo= 15000 mA 91.5% 93.5% -
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UL/CUL UL 8750,CAN/CSA-C22.2 No. 250.13

ENEC & CE EN 61347-1, EN 61347-2-13
UKCA BS EN 61347-1, BS EN 61347-2-13
CB IEC 61347-1, IEC 61347-2-13

EAC TP TC 004, TP TC 020

EMI 1l

BS EN/EN IEC 55015® Conducted emission Test &Radiated emission Test

BS EN/EN IEC 61000-3-2 Harmonic current emissions

BS EN/EN 61000-3-3 Voltage fluctuations & flicker

ANSI C63.4 Class B

This device complies with Part 15 of the FCC Rules. Operation is subject to the following
two conditions: [1] this device may not cause harmful interference, and [2] this device
must accept any interference received, including interference that may cause undesired

oieration.

FCC Part 15

BS EN/EN 61000-4-2 Electrostatic Discharge (ESD): 8kV air discharge, 4kV contact discharge
BS EN/EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
BS EN/EN 61000-4-4 Electrical Fast Transient / Burst-EFT
BS EN/EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6kV, Common Mode 10kV
BS EN/EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
BS EN/EN 61000-4-8 Power Frequency Magnetic Field Test
BS EN/EN 61000-4-11 Voltage Dips

BS EN/EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
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https://cn.inventronics-co.com/service_download.html
https://cn.inventronics-co.com/product_info/201.html
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E UL WET 0 IP67 [ C
r F ooy | Wieland  Amphenol LTW

_ . . 96.031.0055.7( )
2
fi Wieland RST20i3 600V/10A 96.032.1055.7 96.031.4055.7( H )
600V/10A CC-03PMFS-QC801P CC-03BFMB-QLSAPA
gz ALTW X-Lok,C-Size
300V/20A CC-03PMFS-QC800P CC-03BFMB-QL8APP
Q2 ALTW X-Lok,A-Size 300V/5A AD-03PMMS-QC8001 AD-03BFFB-QL8APO
Qs ALTW X-Lok,A-Size } CAP-WAAMOPCL }
RoOHS
® | RoHS 1N 2011/65/EU 0 I ! N[ EUE 2015/8631
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