NSS-700SxxxBC Rev.B 700W IP66

Class |

0.1%-100%

300
97%
NFC

DALI-2 & D4i & DMX-RDM &
DALI-2/DMX-RDM 44 fps

AC + 1%

LED

10kV, 10kV
a
IP66 D‘
IKO8
5
NSS-700SxxxBC 700W IP66 249-528Vac
UV-LED DALI-
2 D4i DMX-RDM
Models
(mA) @ (mA) 277Vac @ 480Vac
1.4-2100 1400-2100 1400 176-500 700 97.0% 0.99 0.95 NSS-700S210BC
1 700W.
2 100% 480Vac “ "
3 277-480Vac.
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NSS-700SxxxBC Rev.B 700W IP66

DALI
Parameter Min. Typ. Max. Notes
6.0ms 250mA
24V @ 6W - - 250 mA 2.2ms
125mA
5.2ms 425mA
24V @10wW - - 425 mA 1.3ms
125mA
DALI-2 12 Vdc 16 Vdc 20 Vdc
DALI-2 60 mA
DALI-2 50 mA DALI-2 =12V
1 DMX-RDM 24V
2 DALI-2
3 DALI-2
@277Vac 0 o
lo= 1400 mA |  94.5% 96.5% - 100% 25 .
lo= 2100 mA 94.0% 96.0% - 0
@400Vac 0 o
lo= 1400 mA 95.0% 97.0% - 100% 25 201
lo= 2100 mA 95.0% 97.0% - 0
@480Vac o o
lo= 1400 mA |  95.0% 97.0% - 100% 25 .
lo= 2100 mA 94.5% 96.5% - 0
AC -1% - 1% 480Vac 100%
- 1.5W 480Vac/50Hz
) 289,000 ) 480Vac 25 80% (MIL-HDBK-
Hours 217F)
) 100,000 ) 480Vac 80% 70
Hours
-40°C - +90°C
-40°C - +80°C °
: 10%RH to 95%RH
-40°C - +85°C : 5%RH to 95%RH
(L x W x H) 12.20 x 5.71 x 2.76
(L x W x H) 310 x 145 x 70
- 3050 g -
4115
25C
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NSS-700SxxxBC

Rev.B

700W IP66

DA+, DA- 9.5V 16V 22.5V
DA+, DA- -6.5V ov 6.5V
DALI
DA+, DA- OmA - 2mA
0.1%loset - loset 1400 mA < loset < 2100 mA
1.4 mA - loset 21 mA<loset 1400 mA
DMX+  DMX- -6V - 6V
DMX+ 22M ohm - -
DMX- 22M ohm - -
DMX- 0 - - -0.2V DMX+ DMX-
RDM
1 0.2V - - DMX+  DMX-
- 250k bps -
0.1%loset - loset 1400 mA < loset <2100 mA
1.4 mA - loset 21 mA<loset 1400 mA

EN IEC 55015/GB/T 17743 @

UL/CUL UL 8750, CAN/CSA-C22.2 No. 250.13
ENEC EN 61347-1, EN61347-2-13
EN 61347-1, EN 61347-2-13
EN 301 489-1
CE EN 301 489-3
EN 300 330
EN 62479/EN 50663/EN 50665/EN 50364
CB IEC 61347-1, IEC 61347-2-13
CcCC GB 19510.1, GB 19510.14
global-mark AS/NZS 61347.1, AS/INZS 61347.2.13
ENEC EN IEC 62384
EMI

Conducted emission Test &Radiated emission Test

EN IEC 61000-3-2/GB 17625.1

Harmonic current emissions

EN 61000-3-3

Voltage fluctuations & flicker
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NSS-700SxxxBC

Rev.B 700W IP66

FCC Part 150

ANSI| C63.4 Class B

This device complies with Part 15 of the FCC Rules. Operation is subject to the following
two conditions: [1] this device may not cause harmful interference, and [2] this device
must accept any interference received, including interference that may cause undesired
Operation.

EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient / Burst-EFT
AC mains Surge Immunity Test: AC Power Line: Differential Mode 10 kV, Common
Mode 10 kV
Output - Common Mode: 3kV V+ to PE V- to PE
EN 61000-4-5 p - Differential Mode: 1kV (V+ to V-,)
Dimmin -Common Mode: 3kV DA+/DA- to PE
9 | - Differential Mode: 1kV DA+ to DA-
oTP -Common Mode: 3kV OTP to PE
- Differential Mode: 1KV OTP to V+
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test

EN 61000-4-11

Voltage Dips

EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
DALI-2®? IEC 62386-101, -102 & -207
1 EMI ( ) EMI
2 DALl parts: 101, 102, 150, 207, 250, 251, 252, 253.
[
AC ‘ DC (SELV)
AC /
DC /
(SELV) /
/
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NSS-700SxxxBC Rev.B 700W IP66
VS.
135
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()
[
Ipeak
| twidth
peak (@ 50% Ipeak)
50% lpeak fuidly 277Vac 11.0A | 2.00ms
400Vac 148 A 2.24 ms
480Vac 160A | 2.64ms
t
B B B B C C C C
10A 16A 20A 25A 10A 16A 20A 25A
277Vac 2 3 4 5 2 4 5 6
LED 400Vac 1+1+1 | 24242 | 3+43+3 | 4+4+4 | 24242 | 3+3+3 | 4+4+4 | 5+5+5
480Vac 24242 | 34343 | 4+4+4 | 545+5 | 2+2+2 | 4+4+4 | 5+5+5 | 6+6+6
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NSS-700SxxxBC Rev.B 700W IP66

735W( )

220 Vac 230 Vac 240 Vac

230 Vac 240 Vac 250 Vac

550 Vac 570 Vac 590 Vac

530 Vac 550 Vac 570 Vac

i i 590 Vac 590Vac 8
([
A
lo A
K >
< Y
> Vin
230 Vac 240 Vac
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NSS-700SxxxBC Rev.B 700W IP66
DALI
® DALI-2
100% 100% v
90% 90% v
80% 80% v
70% | _ 70% |- , /]
- 0.1% min — 0.4% min I
T 60% - T 60% [ 4
0.4% /
250% 250% H v
2 40% |- La0% H 0% T
30% | 30% |- > o
20% | A 20% |
10% o 0 o
) % B 10%
0% — 0%
0 50 100 150 200 250 0 50 100 150 200 250
8 8
DALI-2
DMX-RDM
® DMX-RDM
100% 100% v
90% 90% v
80% 80% %
70% | . 70% |- _ -
- 0.1% min — 0.4% min /1
D 60% | “a D 60% [ A
) 01% 0 0.4% //
250% 250% [ A
940% = 0'0%0 1 940% | | 0.0% 0— ;
30% | 30% |- > «
20% | s 20% |-
10% o 10% o
o % = o
0% — 0%
0 50 100 150 200 250 0 50 100 150 200 250
8 8
DMX-RDM
1 32 , 120 ( DMX+ DMX-
)
2 300
3 100
4 , 120
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NSS-700SxxxBC Rev.B 700W IP66

1 Lég" LED
2 V- LED-
3 v+ LED+
4 oTP
5 DA+ DALIDMX  +
6 DA- DALI/DMX -
7 24V 24v
8 SHD DMX
9 SHD DMX
10 DA- DALI/DMX -
11 DA+ DALI/DMX +
12 PE
13 L2/N AC  L2N
14 L/L AC  LIL
DAL DMX
13/15
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