ESD-480SxxxDV Rev. D 480W IP67

(eCB O

ESD-480SxxxDV 480W 249-528Vac

(A 277Vac  480Vac
0.105-1.40 | 1.05A-140 | 14 171-457 480 95.0% | 0.96 0.95 |ESD-480S140DV
0.210-2.80 | 2.10-2.80 2.8 86-228 480 945% | 0.96 0.95 |ESD-480S280DV
0.315-4.20 | 3.15-4.20 4.2 57-152 480 94.0% | 0.96 0.95 |ESD-480S420DV
0.435-5.60 | 4.35-5.60 5.6 43110 480 935% | 0.96 0.95 |ESD-480S560DV
0.750-10.0 | 7.50-10.0 10.0 24-64 480 935% | 0.96 0.95 |ESD-480S10ADV®

0-10v PWM 3
<15W

5kV, 10kV
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AC 249 Vac - 528 Vac
DC 352 Vdc - 500 Vdc
47 Hz - 63 Hz
- - 0.70 mA IEC 60598-1 480Vac/60Hz
- - 2.09 A 100% 277Vac
- - 1.21A 100% 480Vac
480Vac 25 C
1%t - - 13.8 A%s 10%Ipk-10%Ipk =840 us
0.90 - R
277-480Vac, 50-60Hz, 60%-100%
B ) 20% (288-480W)
-5%loset - 5%loset 100%
(loset)
ESD-480S140DV 105 mA - 1400 mA
ESD-480S280DV 210 mA - 2800 mA
ESD-480S420DV 315 mA - 4200 mA
ESD-480S560DV 435 mA - 5600 mA
ESD-480S10ADV 750 mA - 10000 mA
ESD-480S140DV 1050 mA - 1400 mA
ESD-480S280DV 2100 mA - 2800 mA
ESD-480S420DV | 3150 mA - 4200 mA
ESD-480S560DV 4350 mA - 5600 mA
ESD-480S10ADV 7500 mA - 10000 mA
< 200Hz (pk-pk) - 2%Ilomax - 100%
- - 10%lomax | 100%
ESD-480S140DV - - 500 V
ESD-480S280DV - - 280V
ESD-480S420DV - - 190 VvV
ESD-480S560DV - - 120V
ESD-480S10ADV - - 80V
- - + 0.5% 100%
- - + 1.5%
- - 05s 277~480Vac 60%-100%
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@ 480 Vac:
ESD-480S140DV
lo= 1050 mA 93.0% 95.0% -
lo= 1400 mA 92.0% 94.0% -
ESD-480S280DV
lo= 2100 mA 92.5% 94.5% -
lo= 2800 mA 91.5% 93.5% -
ESD-480S420DV 100% 25°
lo= 3150 mA 92.0% 94.0% - 206
lo= 4200 mA 91.0% 93.0% -
ESD-480S560DV
lo= 4350 mA 91.5% 93.5% -
lo= 5600 mA 91.0% 93.0% -
ESD-480S10ADV
lo= 7500 mA 91.5% 93.5% -
lo=10000 mA 89.5% 91.5% -
- - 1.5W 480Vac/50Hz
i 210,000 i 480Vac 25 C 80% (MIL-
Hours HDBK-217F)
) 102,000 i 480Vac 80% 70 C
Hours
-40°C - +85 C
-40°C - s75¢ | °
10% RH to 100% RH
-40°C - +85°C 5%RH to 100%RH
(LxW xH) 925x4.92 x 1.71 10.3x4.92x1.71
(L x W xH) 235 x 125 x 43.5 262 x 125 x 43.5
- 2650 g -

0~10V 20V - 20V

0~10V 200 pA 300 pA 450 yA | Vdim(+) =0V
ESD-480S140DV 1050mA < loset < 1400mA
ESD-480S280DV 2100mA < loset < 2800mA
ESD-480S420DV | 10%loset - loset 3150mA < loset < 4200mA
ESD-480S560DV 4350mA < loset < 5600mA
ESD-480S10ADV 7500mA < loset < 10000mA
ESD-480S140DV | 105 mA 105mA < loset  1050mA
ESD-480S280DV | 210 mA 210mA < loset  2100mA
ESD-480S420DV 315 mA - loset 315mA <loset  3150mA
ESD-480S560DV | 435 mA 435mA <loset  4350mA
ESD-480S10ADV | 750 mA 750mA < loset  7500mA
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ESD-480SxxxDV Rev. D
B9+ F&
a! 6ET ®Ar 6]r =#
P9tB9 «EE > ov - 10V
© a+k A 0.35V 05V 0.65V
- B9 «5p-7Ad52 e 0-10V B9 « W E >
6 e+k A 0.55V 0.7V 0.85V
F % - 0.2V -
PWM Q +k © 3V - 10V
PWM ,+k © 0.3V - 0.6V
PWM NGC)%:99 * 200 Hz - 3 KHz
PWM —0°" 1% - 99%
PWM B9 +© & (I™FqEC 3% 5% 8% PWM B9 *M6FPEY9'O (5LOAE¥ ,A65a
PWMB9+6e (I™FQEC 5% 7% 10%
PWM B9+ © & (CUFgBC 92% 95% 97%
PWMB9+6e (CUFQBC 90% 93% 95%
F% - 2% -

& Z2D+Hk+21=10

S 2P < =0
CE EN 61347-1, EN 61347-2-13
CB IEC 61347-1, IEC 61347-2-13

EMI =i =#

EN IEC 55015(®

Conducted emission Test &Radiated emission Test

EN IEC 61000-3-2

Harmonic current emissions

EN 61000-3-3 Voltage fluctuations & flicker
EMS =i =#
EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient / Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV®
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test

EN 61000-4-11

Voltage Dips

EN 61547

Electromagnetic Immunity Requirements Applies To Lighting Equipment
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(1) EMI ( ) EMI

2 , / ( )
( IEC 60598-1-10.2)
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ESD-480SxxxDV Rev. D 480W IP67

ESD-480S140DV/(lo=1050mA) ESD-480S140DV/(lo=1400mA)
ESD-480S280DV/(lo=2100mA) ESD-480S280DV/(lo=2800mA)
ESD-480S420DV/(lo=3150mA) ESD-480S420DV(lo=4200mA)
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ESD-480SxxxDV Rev. D 480W IP67

ESD-480S560DV(lo=4350mA) ESD-480S560DV(lo=5600mA)
ESD-480S10ADV(lo=7500mA) ESD-480S10ADV(lo=10000mA)
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Dim- V- V+

L

2. 0-10V

Z PWM

lo/loset vs. PWM

v % ) 100%
v ¥ 80% pa
e OTP+ - . ///
KT o g oo pd
| Dim+ 20% -~
PWM )
Dim- == 0%

0% 20% 40% 60% 80% 100%
PWM

lo/loset vs. PWM

VE *} 100%
V- ¥s‘t 80% \‘\
. OTP+ = N
R AL S AN
LEDERJR Vaux S 40% L
| Dim+ 20%
PWM .
Dim- ES 0%
0%  20% 40% 60% 80% 100%
PWM
3
Z
15
R 15 ,
Z
LED LED LED
LED LED
11/13
25 ¢C

WWW.inventronics-co.com Tel: 86-571-56565800 Fax: 86-571-86601139 sales@inventronics-co.com





https://cn.inventronics-co.com/product_info/201.html
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2019-04-02 A /
Global Mark /
/
6kV, 10kV 6kV, 10kV
2019-12-02 | B - (5) /
-V - ESD-480S280DV /
Global Mark
EN 61000-4-5
RoHS /
/
ENEC /
global mark /
2024-04-02 C
/
/
/
/
global-mark /
2024-08-14 D
®)
global-mark
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