EUC-160QxxxDV(SV) Rev.P 160W P67
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EUC-160QxxxDV(SV) 160W 90-305Vac

120Vac 220Vac

350 57-103 144 92.0% 0.99 0.95 EUC-160Q035DV(SV)
450 45-90 160 92.0% 0.99 0.95 EUC-160Q045DV(SV)
600 40-70 168 91.5% 0.99 0.95 EUC-160Q060DV(SV)
700 29-57 160 91.5% 0.99 0.95 EUC-160Q070DV(SV)
1050 19-38 160 90.0% 0.99 0.95 EUC-160Q105DV(SV)
1400 14-29 160 90.0% 0.99 0.95 EUC-160Q140DV(SV)

1 50%~100%

2 220Vac 100%

- - 21A 100Vac 100%

- - 09A 220Vac 100%
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25°C
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- - 65A 220Vac 25 10%-10%
12t - - 1.7 A% =1 ms
0.90 - -
100~277Vac, 50-60Hz, 75%~100%
] ] 0% 112-160W

- 4 -
-5% - 5%
lo= 350 mA - - 110V
lo= 450 mA - - 97V
lo= 600 mA - - 77V
lo= 700 mA - - 64V
10=1050 mA - - 51V
10=1400 mA - - 50.5V
- 10% lo 15% lo
/ - - 10%
- - +1% /
- - +3% /
- 1.0s 2.0s 120Vac, 75%~100%
- 05s 15s 220Vac, 75%~100%
- 0.03%/°C - =0°C ~Tc
- 120°C - oTP
2/79
25°C
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lo= 350 mA 88.0% 89.0% -
lo= 450 mA 88.0% 89.0% -
120Vac 25°C 100%
lo= 600 mA 87.5% 88.5% - ! 5(;
lo= 700 mA 87.5% 88.5% - 270
10=1050 mA 86.0% 87.0% -
10=1400 mA 86.0% 87.0% -
lo= 350 mA 91.0% 92.0% -
lo= 450 mA 91.0% 92.0% - o 0
lo= 600 mA | 90.5% 91.5% - 220 Vac 25°C 1100 0//"
lo= 700 mA | 90.5% 91.5% - 5%
10=1050 mA 89.0% 90.0% -
10=1400 mA 89.0% 90.0% -
306,000 .
- Hours - 220 Vac 25°C,80% (MIL-HDBK-217F)
i 94,800 ] 220 Vac 80% 60°C
Hours
-40 °C - +90 °C
-40 °C - +70 °C
-40 °C - +85 °C : 5% RH to 100% RH
(LxW xH) 7.40 x 3.46 x 1.50 8.35 x 3.46 x 1.50
(L x W x H) 188 x 88 x 38 212 x 88 x 38
- 1340 g -

EN 61347-1, EN 61347-2-13

EN IEC 550151

KS C 7655

Conducted emission Test & Radiated emission Test

EN IEC 61000-3-2

Harmonic current emissions

EN 61000-3-3 Voltage fluctuations & flicker
EMS
EN 61000-4-2 Electrostatic Discharge (ESD): 15 kV air discharge, 8 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient / Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 4 kV, Common Mode 6 kV
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test

379
25°C
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EUC-160Q060DV(SV) EUC-160Q070DV(SV)

EUC-160Q105DV(SV) EUC-160Q140DV(SV)
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EUC-160QxxxDV(SV) Rev.P 160W IP67
2012-03-05 / /
450 mA /
1400 mA /
2012-05-02 600mA 160W 168W
/
/
2012-05-17 -35 -40
30% lo 15%lo
2012-05-22
50 A 65 A
2012-7-12 /
2012-7-12
/
/
@120Vac Type 1.0s, max 3.0s Type 1.0s, max 2.0s
@220Vac Type 1.0s, max 3.0s Type 0.5s, max 1.5s
2012-9-7
PF /
THD /
12t /
/
-Tc 115 °C 120 °C
2012-11-08
PSE /
350mA /
THD /
2013-03-14 /
90,400hrs@60°C 94,800hrs@60°C
/
2013-05-21 MTBF 200,400hrs@60°C 306,000hrs@60°C
2013-10-10 /
8/9
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/
/
2017-10-25
/
/
cce /
KS /
TUV
2019-09-09
CcB
KS
EN 61000-4-5
RoHS /
2019-12-31 /
TUV /
/
2023-08-24
/
/
/
/
2024-10-08
CB /
cB
9/9
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